
 



 

Using the CD 
Insert the provided CD and 
the Product Document 
selection window will 
automatically display. 
Select the product and the 
Manual, DataSheet, and 
QuickStart document 
window will display.  Select 
the document to display or 
print.  Documents are in 
PDF format. 
 
 

Setting Cable length dip switch 
For cable lengths over 75 feet the dip switch 1 located on the bottom of the unit 
may need to be set to compensate for the longer cable length.  To set switch 1, 
turn the unit over and using a small pointed object like a paper clip, slide switch 
1 to the “ON” position.   
Note: the CrystalView Mini supports cable lengths up to 150 feet. 
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DIP SWITCH 1 

Cable 
length 

Switch 1 
Setting 

0-75 feet OFF 

76-150 feet ON 



Connecting the Cables 

 
 

Depending on 
your model, 
cables and rear 
panel 
connectors will 
vary. A KVM 
station can be 
connected to 
models with 
local access. 

 
Unit Function Command 

Remote Private Mode N/A 

Local Private Mode Scroll Lock 

Remote Reset Press Scroll Lock 
Local Dual Reset Press Scroll Lock twice 
Remote Null Mouse Hold left and right mouse buttons 

down then press Scroll Lock 
Local Dual Null Mouse Hold left and right mouse buttons 

down, then press Scroll Lock 

Operating instructions- All units  
Once the Remote and Local Units are connected and configured, the Remote 
KVM station’s keyboard, video monitor and mouse will function as if it were 
directly connected to the CPU.  All applications, upgrades and PC 
configurations can be performed normally 

Operating instructions – Dual unit 

KVM Switching  
The CrystalView Mini  “Dual” version allows for an additional KVM station to be 
connected to the Local Unit.  The CPU can be operated from the Remote or 
Local KVM station but not simultaneously.  The Local Unit is active during boot-
up.  To activate the Remote KVM station, simply press any key on the Remote 
KVM stations keyboard or move the mouse. To activate the Local KVM station, 
press any key on the Local KVM station’s keyboard or move its mouse.   
 
A lockout feature disables activity from a KVM station until the “In Use” KVM 
stations keyboard or mouse are inactive for more than 2 seconds. After 2 
seconds of inactivity, pressing any key on the “Not in Use” KVMs keyboard or 
moving the mouse will activate that KVM station and lockout the other KVM 
station.  
 

 LOCAL                                     REMOTE 

KVM STATION 
SERIAL MIC   SPKRS 
DEVICE   

  CAT5 Cable 



 
 
 
 
 
 
 
 
 
 
 
 
 

 


